
		Water-resistant keyboard and full-featured reporting software allows for fast, efficient onsite reporting

		Integrated Wi-Fi and Bluetooth allows live inspection streaming on an iOS® or AndroidTM device with the free HQx® Live app,  
 or on a Windows device using SeeSnake HQ software

		Durable, 128 GB internal SSD provides ample storage for multiple jobs

		Dual USB ports make it possible to have up to two copies of the job at once

		Supports SeeSnake camera reels with TruSense® technology for superior image quality and valuable data about the in-pipe  
 environment

		Onboard GPS allows media to be geo-referenced when GPS signal lock is available

NEW

The RIDGID® SeeSnake® CS65XR is a powerful, all-in-one reporting solution for
plumbing diagnostics. Built on the time-tested platform of the SeeSnake CS65x monitor, 
now the CS65XR boasts a crisp, 1024 × 768 XGA high resolution and daylight viewable
display for exceptional viewing on the jobsite.

Digital Reporting Monitor
with Wi-Fi
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DISTRIBUTOR

RIDGID® reserves the right to change design and specification of our products 
without notification or alteration of literature. For the complete selection of the 
Ridge Tool product line, please refer to the RIDGID® Tool Catalog or RIDGID.com.

© 2020 RIDGID, Inc. The Emerson logo and RIDGID logo are registered 
trademarks of Emerson Electric Co. or RIDGID, Inc. in the U.S. and other countries. 
All other trademarks belong to their respective holders.
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Weight (without battery).................  4,4 kg (9,7 lb) 
Dimensions (LxWxH)....................... 406 x 319 x 242 mm (16” x 12.5” x 9.5”)
Display..............................................  162 mm (6.4 in) Color LCD
Display Resolution...........................  1024 × 768 (XGA)
Power Source...................................  18 V Li-Ion rechargeable battery or AC adapter
Media Transfer.................................  USB drive or Wi-Fi via HQx® Live app or SeeSnake HQ®
Photo.................................................  JPG
PhotoTalk™....................................... MPEG4 (H.264) single image with audio commentary
Standard Video................................. MPEG4 (H.264)
Autolog Video................................... MPEG4 (H.264) highly compressed format using
........................................................... a space saving frame rate optimized for pipe inspections
Audio.................................................  Integrated Microphone and Speaker
Operating Temperature.................... -10°C to 50°C (14°F to 122°F)
Storage Temperature........................ -20°C to 60°C (-4°F to 140°F) 

SPECIFICATIONS

Docks to the SeeSnake Max™ rM200 camera reel 
for easy transport

ORDERING INFORMATION

Cat. No. Description
Weight

kg lb

68768 CS65XR Digital Reporting Monitor w/Wi-Fi 4.4 9.7

69958 CS65XR  with 2 batteries and 1 charger Kit 11.0 25.0

Scan for more information on HQx Live

Ridge Tool Europe N.V.
Ondernemerslaan 5428
B-3800 Sint-Truiden, Belgium

Tel: +32 (0)11 598 620
ridgid.eu@emerson.com
RIDGID.com

Digital Reporting Monitor
with Wi-Fi

LET’S KEEP IN TOUCH • RIDGID.EU/SIGNUP
Register your tool on
RIDGID LinkTM App

FULL LIFETIME
WARRANTY
Against Material Defects 

& Workmanship


